University of Huddersfield Repository

Ghori, Muhammad U., Smith, Alan M. and Conway, Barbara R

Hydration and Erosion Properties of Cellulose Ethers

Original Citation


This version is available at http://eprints.hud.ac.uk/30869/

The University Repository is a digital collection of the research output of the University, available on Open Access. Copyright and Moral Rights for the items on this site are retained by the individual author and/or other copyright owners. Users may access full items free of charge; copies of full text items generally can be reproduced, displayed or performed and given to third parties in any format or medium for personal research or study, educational or not-for-profit purposes without prior permission or charge, provided:

• The authors, title and full bibliographic details is credited in any copy;
• A hyperlink and/or URL is included for the original metadata page; and
• The content is not changed in any way.

For more information, including our policy and submission procedure, please contact the Repository Team at: E.mailbox@hud.ac.uk.

http://eprints.hud.ac.uk/
Hydration and Erosion Properties of Cellulose Ethers
M. U. Ghori, A. M. Smith, B. R. Conway
University of Huddersfield

Purpose
Hydrophilic derivatives of cellulose ethers (methylcellulose, MC and hypromellose, HPMC) are employed in controlled drug delivery polymeric devices because of their potential to control drug release profiles. Mechanistically, hydration and erosion (dissolution) of polymeric chains are the fundamental parameters that determine the rate of drug release. The aim of this work was to study the hydration and erosion properties of MC and HPMC, applying the Vergnaud model and a phenol-sulphuric acid assay respectively. The impact of different physicochemical properties (particle size, substitution levels and molecular size) was also investigated.

Methods
A gravimetric method was employed for studying swelling of MC and HPMC matrices using pH 7.2 phosphate buffer (20 ml) as a hydration medium and hydration kinetics were analysed using Vergnaud model. The erosion of matrices was studied using USP I apparatus (pH 7.2 phosphate buffer, 900 ml) at 37°C and 100 rpm. The amount of dissolved polymer was quantified by application of a phenol-sulphuric acid (PSA) assay.

Results
The increased polymer molecular weight and substitution level of hydroxypropoxy groups led to higher swelling rate ranges between 41.01 to 89.74 (% h⁻¹) but a lower degree of erosion, which declined from 0.020 to 0.005 (% min⁻¹). This was also true of reduced particle sizes, regardless of MC and HPMC grades. The mechanism of hydration for all the matrices was observed to be diffusion controlled as values of swelling exponent (n) were < 0.5 in all cases.

Conclusion
From the current study it can be inferred all these matrices underwent diffusion controlled hydration. The particle size, substitution levels and increasing molecular weight demonstrated a clear influence on swelling and erosion rates. The PSA assay was successfully applied to study polymer erosion kinetics from cellulose ethers with varied physicochemical properties.